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PLINTUSInvadur 
TM

 

Art.-No.               0 Degrees  Length     Width      Heigh

  

LKPOS 20.08.0                     20 mm    10 mm       8 mm

LKPOS 20.10.0                     20 mm    10 mm     10 mm

LKPOS 20.12.0                     20 mm    10 mm     12 mm    

Art.-No.               0 Degrees  Length     Width      Heigh

  

LKPOS 25.08.0                     25 mm    11 mm       8 mm

LKPOS 25.10.0                     25 mm    11 mm     10 mm

LKPOS 25.12.0                     25 mm    11 mm     12 mm    

Art.-No.              4 Degrees  Length    Width       Heigh

  

LKPOS 20.08.4                    20 mm    10 mm       8 mm

LKPOS 20.10.4                    20 mm    10 mm     10 mm

LKPOS 20.12.4                    20 mm    10 mm     12 mm    

Art.-No.              4 Degrees  Length    Width       Heigh

  

LKPOS 25.08.4                    25 mm    11 mm       8 mm

LKPOS 25.10.4                    25 mm    11 mm     10 mm

LKPOS 25.12.4                    25 mm    11 mm     12 mm    

Art.-No.               0 Degrees  Length     Width      Heigh

  

LK 20.08.0                             20 mm    10 mm     8 mm

LK 20.10.0                             20 mm    10 mm    10 mm

LK 20.12.0                             20 mm    10 mm    12 mm    

Art.-No.               0 Degrees  Length     Width      Heigh

  

LK 25.08.0                             25 mm    11 mm       8 mm

LK 25.10.0                             25 mm    11 mm     10 mm

LK 25.12.0                             25 mm    11 mm     12 mm    

Art.-No.              4 Degrees  Length    Width       Heigh

  

LK 20.08.4                            20 mm   10 mm       8 mm

LK 20.10.4                            20 mm   10 mm     10 mm

LK 20.12.4                            20 mm   10 mm     12 mm    

Art.-No.              4 Degrees  Length    Width       Heigh

  

LK 25.08.4                            25 mm    11 mm       8 mm

LK 25.10.4                            25 mm    11 mm     10 mm

LK 25.12.4                            25 mm    11 mm     12 mm    

steril



Beschreibung

Der PINA® EXPANDUSTitan Spreiz-PLIF-Cage
wurde für die Fusion der lumbalen 
Wirbelsäule nach Diskektomie und 
Dekompression bei degenerativen 
Veränderungen entwickelt.
Zur Sicherung bzw. der Wiederherstellung der
Lendenlordose ist der Cage stufenlos bis ca. 8
Grad nach Insertion aufspreizbar.
Für die Implantation im Segment LWK 4/5
wird er deshalb besonders empfohlen.

Produktcharakteristik

EXPANDUSTitan Spreiz-PLIF-Cages werden
aus der Titanlegierung ISO 5832-3 hergestellt
und weisen als Besonderheit die Möglichkeit
auf, den Cage in situ stufenlos aufzuspreizen
und damit einen optimalen Press-it zu erzielen.
Eine grosse Aulageläche ermöglicht einen 
grösstmöglichen Knochenkontakt und reduziert 
die Gefahr des Einsinterns. Durch die vorhandenen 
Öffnungen ist eine Befüllung mit autologem Knochen
oder Knochenersatzmaterial möglich. 
Der EXPANDUSTitan ist in 2 Grössen und 3 Höhen 
verfügbar.

Indikationen

Degenerative Bandscheibenerkrankungen
und Instabilitäten
Degenerative Spondylolisthesen
Revisionseingriffe

Änderungen vorbehalten

EXPANDUSTitan Portfolio

                            Länge      Breite      Höhe
  
                           20 mm     10 mm      8 mm
                           25 mm     11 mm      8 mm
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                            Länge      Breite      Höhe

                           20 mm     10 mm    12 mm
                           25 mm     11 mm    12 mm

EXPANDUSTitan Instrumente

                           Länge       Breite      Höhe
  
                           20 mm     10 mm    10 mm
                           25 mm     11 mm    10 mm

PLINTUSInvadur
TM                           Portfolio

Description

The PINA® PLIF-Cage PLINTUSInvadur
TM

  has 
been developed for the posterior fusion of 
lumbar vertebrae following decompression and 
discectomy to secure the vertebral spine, resto-
re the intervertebral gap and secure the lumbar 
lordosis. The broad, toothed surface proile of-
fers good contact with the vertebral cover plates 
whose integrity is to be maintained. Different 
angles of incidence have been designed, lat 
parallel and 4 degrees, for an individual secu-
ring of the lumbar lordosis. 

  

Product characteristic 
PLINTUSInvadur

TM

  cages are made from 
*Invadur™. Due to the x-ray transparency 
there are no artefacts in MRI or CT. The x-ray 
markers made from Titanium allow the intra-
operative and the postoperative control of the 
implant position. A large contact area allows a 
maximal bone contact and reduces the risk of 
subsidence.  Through the existing openings, a 
illing with autologous bone or bone substitute 
material is possible. PLINTUSInvadur

TM

  is available 
in 2 sizes and 2 different angles and 3 heights.

Indications

Degenerative disc diseases and instabilities
Degenerative Spondylolisthesis
Revision surgery

Changes reserved
*Invadur™ is the PINA®-Brand for polymers out of the PEAK-group, such as PEEK and PEKK
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Instruments PLINTUSInvadur
TM

                            0 Degrees    Length     Width      Height 
  
                                                20 mm     10 mm      8 mm
                                                20 mm     10 mm    10 mm
                                                20 mm     10 mm    12 mm    

                            4 Degrees    Length     Width      Height
  
                                                20 mm     10 mm      8 mm
                                                20 mm     10 mm    10 mm
                                                20 mm     10 mm    12 mm    

                            0 Degrees    Length     Width      Height
  
                                                25 mm     11 mm     8 mm
                                                25 mm     11 mm    10 mm
                                                25 mm     11 mm    12 mm    

                            4 Degrees    Length     Width      Height
  
                                                25 mm     11 mm      8 mm
                                                25 mm     11 mm    10 mm
                                                25 mm     11 mm    12 mm    


